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Cold Water: Gas Engine, Portable

The CPD Series spot free pressure washer is portable, gas powered, and simple to operate. It is constructed of a
rustproof, stainless steel cage frame and matched with industrial duty components to ensure years of operation. A
stainless hose reel is integrated into the frame design for quick and tidy hose management. While on the jobsite, the
dolly style frame makes it easy to pull up a flight of stairs or lower off a curb while still leaving plenty of room in your
pickup for your other tools. The CPD spot free pressure washer is ideal for window, RV, auto, boat, truck, motorcycle or
anything else you would like to air dry with a nice spot free finish.

PRESSURE 2000psi

FLOW CAPACITY 2gpm

POWER / ENGINE 160cc Honda — pull start

ENGINE FUEL / CAPACITY Unleaded gasoline, 1.9 gts.

POWER DRIVE Direct drive

PUMP AR Pump

PRESSURE CONTROL Adjustable pressure unloader

PRESSURE HOSE 1/4” x 50’ 2600psi rated

GUN / WAND 36" stainless steel wand with insulated quick coupler and trigger gun
NOZZLE #2.5 (25°)

SOAP INJECTION n/a

FRAME CONSTRUCTION Stainless steel frame, nozzle holders on base plate, hose reel included
NET WEIGHT/DIMENSIONS 123#, 25”1 x 30"w x 45”h

WHEELS Included

xSpecifications subject to change without notification and may vary due to ambient conditions — Battery not included
ETL Listed
(‘I‘b Certified to UL 1776
Certified to
N\ B/ CAN/ICSAB140.11
Featuring:
v' All stainless construction is rustproof and will outlast painted finishes
v Dolly style design for easy loading into your trailer/truck or moving
upstairs.
v" Hose reel: Convenient hose storage with on-board stainless hose reel.
v

DI Spot Free: simply insert the DI filter pack to remove impurities from tap
water for a spot free finish without having to dry the surface

Options...

Dl filter pack required, not included (VFD25)
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